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SINCE 1962

PACIFIC BUILDING SYSTEMS   

COMPONENTS DIVISION  

Pacific Building Systems is a full-service Custom Engineered Steel Building Manufacturer 
that engages in the engineering, detailing, manufacturing, shipping, and installation 
consulting in the Western US, Alaska, and the Pacific Rim.  

PBS does not participate in any type of field construction but focuses on producing the 
highest quality steel buildings designed for ease of installation.   

Pacific Building Systems Components Division provides the experience, knowledge, 
and quality products to meet our customer’s demands and service. PBS can deliver the 
services and parts to fix damaged buildings, re-sheet existing structures, or add a new 
canopy. Our products are durable and offer aesthetics that will endure and protect your 
steel building.  

Our parts are manufactured to the highest standards utilizing the best materials 
available to the metal building industry.  
From concept to completion, PBS dedicates its staff and facility to quality products and 
services utilizing state-of-the-art roll forming equipment. PBS is committed to providing 
customers with an exceptional customer experience through our broad selection of 
quality products and responsive service. 

Located in Woodburn, Oregon, PBS’s staff includes a professional management team, 
sales, estimating, engineering, detailing, purchasing, manufacturing, and shipping 
departments. PBS is a privately held company; each owner is active in the day-to-day 
operation, which means that decisions are made quickly to ensure that all phases of 
the projects have an on-time completion with the highest possible quality and, most 
importantly - the best customer experience within the industry!

GROUNDED IN THE PACIFIC NORTHWEST, OUR CLIENT 

BASE ORIGINATES IN OREGON, WASHINGTON, IDAHO, 

AND EXTENDS TO ALASKA AND HAWAII . 
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PBS STANDARD ROOFING AND SIDING PANELS

PROFILE NOT TO SCALE

PROFILE NOT TO SCALE

PROFILE NOT TO SCALE

PROFILE NOT TO SCALE

PBR PANEL

SSQ-275 SSR PANEL

REVERSED ROLLED PANEL

TUFF RIB PANEL
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PBS STANDARD TRIM PROFILES 

PBS manufactures a wide range of trims. Our standard 20‘-3“ trim length has a 
wide variety of colors and profiles. We can meet your building needs while providing 
you with the highest quality products available. Just tell us what you need, and we can 
typically custom design and fabricate a trim to fit your desired outcome. 

20’-3” STANDARD LENGTH    *= 10 1-1/2” LENGTH

PART # AHGT
*Specify Roof Pitch 

PART# AT
*Specify Roof Pitch

PART# BD PART# MBD

PART# MBD-LS PART# CF PART# CFD PART# ECT8

www.pbsbuildings.com
tel:5039819581
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PBS STANDARD TRIM PROFILES 

PART # ET
*Specify Roof Pitch

PART# HGT PART# JHW8* PART # HC*
*Specify Roof Pitch

PART# MBD PART# JHW10 PART# MJF PART# SCF

PART# SRTC PART# UCT

PART# ICT PART# CT-1 PART# EC
*Specify Roof Pitch

20’-3” STANDARD LENGTH    *= 10 1-1/2” LENGTH

PART# ECT10

PART # RC*
*Specify Roof Pitch

PART # VF*
*Specify Roof Pitch
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PBS GUTTERS AND DOWNSPOUTS

Color

PART # DSP

PART# HG PART# HGS

PART # DSS

Available in Galvalume and Standard Colors

PART# PC
*AVAILABE FOR  

8”, 10”, AND 12” PURLIN OR GIRT 

PURLIN CLOSURE* 

Available in Galvalume  
and Standard ColorsPurlin Space -0.125” 

Purlin Space +4”

Color

Color

Color

www.pbsbuildings.com
tel:5039819581
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SECONDARY STRUCTURAL STEEL COMPONENTS

PART# CEE

C purlins and Z purlins are part of the secondary framing structure. They’re designed to 
distribute loads from the surfaces of your metal building to its primary framing and foundation. 
This adds longitudinal support and provides lateral bracing for compression flanges, increasing 
the overall frame capacity.

CEEs & ZEEs
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Manufacturing capabilities allow symmetrical punch patterns. Drawings of punch patterns need to 
be provided at the time of order. PBS drafting services available. 
Thickness indicated represents design thickness. Minimum deliverable bare steel thickness equals 
0.95 x design thickness in accordance with section A3.4 of AISI Specifications of minimum steel 
thickness in inches. Contact PBS at time of quote or purchase.

SECONDARY STRUCTURAL STEEL COMPONENTS

PART# ZEE

www.pbsbuildings.com
tel:5039819581
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Galvanized Finish 

Galvanized Finish 

PBS STRUCTURAL STEEL COMPONENTS

PART# LOW EAVE-DBL SLOPE

7 to 10 Day Lead Times are normal.  Contact PBS at time of quote or purchase.
Manufacturing capabilities allow symmetrical punch patterns. Drawings of punch patterns need to be provided 
at the time of order, otherwise PBS drafting services are available. 
Thickness indicated represents design thickness. Minimum deliverable bare steel thickness equals .095 x 
design thickness in accordance with section A3.4 of AISI Specifications of minimum steel thickness in inches.

PART# HIGH EAVE-DBL SLOPE

B B

PART#  
LOW EAVE-DBL SLOPE

PART#  
LOW EAVE-SGL SLOPE

PART#  
HIGH EAVE-SGL SLOPE

PART#  
HIGH EAVE-DBL SLOPE

EVEN LEG EAVE STRUTS

ODD LEG EAVE STRUTS
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Galvanized Finish 

Galvanized Finish 

PBS STRUCTURAL STEEL COMPONENTS

ANGLE SECTION

CHANNEL SECTION 

www.pbsbuildings.com
tel:5039819581
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GALVANIZE ACCESORIES

WINDOW JAMB & HEADER PROFILES

ANGLE COMPONENT PROFILES

PART# ASA  
*Specify Roof Pitch PART# ESA  

*Specify Roof Pitch
PART# BGA PART# BC33  

*22 Gauge

PART# SAO  
*Specify Roof Pitch

PART# SAA  
*Specify Roof Pitch

PART# HSF  
*Specify Roof Pitch

PART# VSF 

*Window Jamb & Header Channel with Window Jamb Angle. Custom Lenghts Available. Call for lead times.

PART# WHC PART# WJA PART# WJC

Galvanized Finish 20’-0” STOCK LENGTH   
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PBS STANDARD IN-STOCK ITEMS

PART# AL-1   
Bolt On Jamb To Girt Clip  
Thickness: 12ga. x 6” x 8-7/8” 
Slots: 5/8” x 7/8”  
Weight: 1.70 Lbs. 
Finish: Galvanized 

PART# AL-2   
Bolt On Strut To Girt Clip  
Thickness: 12ga. x 6 x 1” 
Slots: 5/8” x 7/8”  
Weight: 2.30 Lbs. 
Finish: Galvanized 

PART# DJC-2 
Bolt On Jamb To Strut Clip 
Thickness: 12ga. x 4” x 7” 
Slots: 5/8” x 7/8”  
Weight: 0.88 Lbs. 
Finish: Galvanized 

 

PART# FBP-1 
Liner Flange Brace Plate 
Thickness: 12ga. x 4” x 7-1/2” 
Weight: 1.00 Lbs. 
Finish: Galvanized

PART# FBP-8S 
8” Flange Brace Plate 
Thickness: 1/8” or 3/16” x 4”x 8” 
Holes: 5/8”  
Weight: 1.20 Lbs. 
Finish: Galvanized

PART# FBP-10S 
10” Flange Brace Plate 
Thickness: 1/8” or 3/16” x 4”x 9” 
Holes: 5/8”  
Weight: 1.30 Lbs. 
Finish: Galvanized

COLUMN CONNECTION COMPONENTS  - STANDARD CLIPS

www.pbsbuildings.com
tel:5039819581
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PART# DL-06 
Stack Door Adjustable Clip 
Thickness: 12ga. x 12” x 6” 
Weight: 2.27 Lbs. 
Finish: Galvanized 

PART# DL-04   
Blocking Clip  
Thickness: 12ga. x 9” x 4” 
Weight: 1.13 Lbs. 
Finish: Galvanized 

PART# PL-8G  
Corner Girt Clip 
Thickness: 12ga. x 6” x 10” 
Slots:  5/8” x 7/8”  
Weight: 1.90 Lbs. 
Finish: Galvanized 

PART# PL-10G  
Corner Girt Clip 
Thickness: 12ga. x 6” x 11” 
Slots: 5/8” x 7/8”  
Weight: 1.90 Lbs. 
Finish: Galvanized 

PART# PL-1 
Girt Clip Welded 
Thickness: 3/16” 
Slots:  9/16 x 1-1/16” 
Weight: 2.2 Lbs. 
*Finish: Painted  
*PBS Standard Frame Colors 

PBS STANDARD IN-STOCK ITEMS

PART# PL-1A 
Girt Clip Bolted 
Thickness: 3/16” 
Slots:  9/16 x 1-1/16” 
Weight: 2.8 Lbs. 
*Finish: Painted  
*PBS Standard Frame Colors 

COLUMN CONNECTION COMPONENTS  - STANDARD CLIPS
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SHEETING ACCESORIES

Non-Skinning Butyl Caulk  
 Non-skinning butyl caulk is a non-

drying, non-skinning, synthetic 
rubber based sealant designed for 

standing seam roofs. 

Mastic Tape 
 Mastic sealant tape provides a 

weatherproof seal and stops water 
from siphoning between sheets.

Inside / Outside Closure Strips  
Closure Strips are the materials 
used to fill voids created by the 
ribs on various panels.  
STANDARD CLOSURES: 
• PBR PANEL: Inside & Outside 
• TUFF RIB: Inside & Outside 
• HR-34:  Symmetrical

Order by Noon         Delivery/Pick-up 

Monday ................ Wednesday
Wednesday............Friday

STANDARD IN-STOCK ITEMS
After your order has been placed, processed and 
payment approved, items within this category 
can be available the same week.

PBS STANDARD IN-STOCK ITEMS

PART# 4TS-SQ/RND 
Color: White

DOWNSPOUT TO DRAINAGE INLET ADAPTER BGA ANGLE

PART# BGA  
20’-0” Stock Length 

Galvanized Finish 

PART# RTS PART# RTSP

ULTRA R PANEL

• 1/16” Thick   
• Available in 12’ Long 
• Available in: 
     Clear (85% LT) and Soft White (45% LT) .

FEATURES:
•High impact resistance 
•Non-combustible 
•Light weight
•Virtually unbreakable
•Easy to handle and install 
•Excellent thermal insulation properties
•Controlled daylight transmission 
•Outstanding resistance to harsh  
weather conditions and  
damaging UV radiation

POLYCARBONATE ACCESORIES

POLYCARBONATE TRIM

5/32” x 1/4” x 30’
3/32” x 1” x 40’ 

Available Sizes:

*Image Shows  
1”mastic

3”x4”

4”

4”

3”

www.pbsbuildings.com
tel:5039819581
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PBS STANDARD IN-STOCK ITEMS

FIN NECK BOLT 
DIAMETER: 1/2” 

LENGTH:     1-1/4”

GRADE 5 BOLT 
DIAMETER: 1/2” 

LENGTH:     1-1/4”

STITCH SCREW  
DIAMETER: 1/4-14” 

LENGTH:     7/8”

PAN HEAD SCREW 
DIAMETER: 10-16” 

LENGTH:     1”

A325 T 
5/8” X 2-1/4” 
3/4” X 2-3/4”

A325 N 
7/8” X 2-3/4” 
1” X 3-1/4”

 TEK-3 SCREW 

12-14 X 1-1/4” 
12-14 X 1-1/2” 

 
FINISH: PBS STANDARD COLORS 

FINISH: PBS STANDARD COLORS 

*Non-stock screws. Available 
Upon Request. Lead Times Vary.

NUTS, BOLTS, AND SCREWS

FINISH: ZINC

12-14 X 2” 
12-14 x 2-1/2” 

 
 

FINISH: ZINC

FINISH: ZINC

*NUT AVAILABLE  
UPON REQUEST

FINISH: ZINC

TEK-3 SCREW                  
WITHOUT WASHER  

12-24 X 1”

FINISH: ZINC

FINISH: BLACK FINISH: BLACK 

TEK-3 SCREW                  
*NON-STOCK 

TEK-5 SCREW  
12-24 X 1-1/2”

FINISH: ZINC
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TAMPER  
RESISTANT  

HINGE

*Closer Optional.  
Call for availability

PBS STANDARD 3070 WALKDOOR KIT
PBS STANDARD IN-STOCK ITEMS

• 16 Gauge for 1-3/4” doors 
• Precision bolted corners
• Galvannealed (standard)
• 7 Gauge hinge reinforcements 
• Heavy durty strike reinforcements
• Meets ANSI standards
• Universal 4 1/2” hinge prep

• Closer Reinforcement

ADA COMPLIANT  
THRESHOLD

STANDARD  
LOCKSET & 
DEADBOLT

DOOR  
REINFORCED  
FOR CLOSER

STANDARD FEATURES 

• Single Swing Frames/ Non-Handed
• Pedestrian Door Frame Head
• Pedestrian Door Frame Hinge Jamb
• Pedestrian Door Frame Strike Jamb
• Sill Section
• Head to Girt Clip and Screw Pack 
• K.D. Frame Assembly Details

• Deadbolt Prep Standard

METAL BUILDING FRAMES

EXIT DEVICE 

www.pbsbuildings.com
tel:5039819581
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DOOR HANDING CHART
Handing of doors and frames present a problem for many, even within the door industry. 
The chart below is designed to make your choice easy, reducing the chances of error. 

3070 DOOR SPECS

PBS STANDARD IN-STOCK ITEMS
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PBS STANDARD IN-STOCK ITEMS
3070 WALKDOOR KIT STANDARD ACCESSORIES

* Optional 
Detachable 
Threshold Flasing 

OPTIONAL DOOR ACCESSORIES *Available Upon Request

BALL BEARING, NON-     
REMOVABLE PIN HINGE

STRIKER PLATE LEVER LOCK SET DEADBOLT

ADA COMPLIANT 
THRESHOLD

HEAVY DUTY  
COMMERCIAL GRADE 

APPLIED CLOSER

HEAVY DUTY  
COMMERCIAL GRADE  

EXIT DEVICES

LOCK SET READY &  
LATCH GAURDS

DETACHABLE TRESHOLD 
FLASHING

HEAVY DUTY  
COMMERCIAL GRADE 

FRAMES
PRE-HUNG DOOR 24”X30” GLAZING KIT 4070 & 6070 DOORS

OPTIONAL DOOR SERIES

KERF WEATHERSTRIPPING

* Optional 

*Available Upon Request

www.pbsbuildings.com
tel:5039819581
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STANDARD ROD SIZES: 
1/2”,  5/8”,  3/4”,  7/8”,  1”,  1-1/8”, & 1-1/4” 
 
 
 STANDARD NUT SIZES: 
1/2”,  5/8”,  3/4”,  7/8”,  1”,  1-1/8”, 1-1/4” & 1-1/2” 
 
 
 FLAT WASHERS SIZES: 
TO MATCH ROD SIZES.

HILLSIDE WASHERS SIZES: 
TO MATCH ROD SIZES. 
 
COUPLING NUT FOR LENGTHS OVER 20’-0” MAX 
LENGTH 35’-0”

HIGHER COMPLEXITY ORDERS

ROD BRACING PARTS

STANDARD CABLE SIZES: 
1/4”,  5/16”,  3/8”, & 1/2” 
 

 BRACES EYES:
TO MATCH CABLE SIZES.

STANDARD CABLE SIZES: 
1/4”,  5/16”,  3/8”, &  1/2” 
 

 FLAT WASHERS SIZES:
5/8” & 1” 
 
 
 HILLSIDE WASHERS SIZES:
5/8” & 1”

CROSS BRACING COMPONENTS

CABLE BRACING, BRACE EYE PARTS

CABLE BRACING, EYEBOLT END PARTS
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PBS STANDARD COLOR CHART

www.pbsbuildings.com
tel:5039819581
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SSQ-275  
PANEL  

PBR PANEL 

TUFF RIB 
PANEL

REVERSED 
ROLLED 
PANEL 

SSQ-275 
24 Ga. 

PBR  
26 Ga.

PBR  
Reverse Roll 

26 Ga.

Tuff Rib   
29 Ga.

Mt. Hood White x x x x
Pasco Parchment x x x
Silverton Stone x x x
Benton Beige x x x
Smith Rock Hickory x x x
Jackson Copper x x x
Ochoco Brown x
Baker Brown x
Ashland Gray x x x
Grays Harbor x x x
Gilliam Green x x x
Willamette Green x
Washington Evergreen x
Deschutes Blue x x x
Redmond Red x x x
Black x x x
Slate Gray x x x x
Dark Bronze x x

QUALITY
MAKES A DIFFERENCE

We are dedicated to providing 
the highest quality material. All of 
our steel is subject to strict quality 
control which means that our 
customers can depend on their 
investment for years. 

Our paint provides superior 
resistance to chalking, 

fading, and environmental 
weathering. 

PBS STANDARD COLOR CHART
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PACIFIC BUILDING SYSTEMS
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P B S B U I L D I N G S . C O M / C O M P O N E N T S

Phone:  503-981-9581 

E-mail: 
components@pbsbuildings.com

2100 N. Pacific Hwy. 
Woodburn, OR 97071

METAL BUILDINGS 
COMPONENTS DIVISION

S C A N  C O D E  T O  R E Q U E S T  A  Q U O T E

https://www.pbsbuildings.com/components/
https://www.google.com/maps/dir//Pacific+Building+Systems,+2100+N+Pacific+Hwy,+Woodburn,+OR+97071/@45.151787,-122.829522,15z/data=!4m9!4m8!1m0!1m5!1m1!1s0x54955dd04ec2cedb:0x43be218d12e6fea2!2m2!1d-122.8295216!2d45.1517867!3e0?hl=en
mailto:components@pbsbuildings.com
tel:5039819581
https://www.pbsbuildings.com/component-quote/



